
TC-9102
 DDC  

TC-9102  (mm) 

TM-9180 TM-9150/TM-9160 NTC 
TM-9170 

TC-9102  

TM-9100 

TC-9102  

Metasys® N2

•  
•  
•  
•  
•  
•  
•  

•  

•  

•  Metasys®

N2 
•  ™ 
•  
•  EEPROM 

TC-9102 

12 -28°C  TC-91a2-b220 
2 x 0 ~ 10 VDC  

+/-3 K  TC-91a2-b225 
12 -28°C  TC-91a2-b440 

2 x DAT  
+/-3 K TC-91a2-b445 

12 -28°C  TC-91a2-b550 
2 x PAT  

+/-3 K  TC-91a2-b555 
12 -28°C  TC-91a2-b660 

0 ~ 10 VDC  

2 x 2   On/Off  
+/-3 K  TC-91a2-b655 

12-28°C TC-91a2-b221 
2 x 0 ... 10 VDC  

+/-3 K  TC-91a2-b226 
12-28°C TC-91a2-b441 

2 x DAT  
+/-3 K  TC-91a2-b446 

12-28°C TC-91a2-b551 
2 x PAT  

+/-3 K  TC-91a2-b556 
12-28°C TC-91a2-b661 

/ 

2 x 2  On/Off  
+/-3 K  TC-91a2-b666 
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TC-9102
 DDC  

TC-9102 ( ) 

12-28°C TC-91a2-b222 
2 x 0 ~ 10 VDC  

+/-3 K  TC-91a2-b227 
12-28°C TC-91a2-b442 

2 x DAT  
+/-3 K  TC-91a2-b447 

12-28°C TC-91a2-b552 
2 x PAT  

+/-3 K  TC-91a2-b557 
12-28°C TC-91a2-b662 

2 x 2   On/Off  
+/-3 K  TC-91a2-b667 

: a = 0,  : a = 1  

: b = 0,  : b = 1  

: 1. 
 2.  PWM 

TE-9100-8501 NTC (1.5 m ) 

TC-9100-TOOL DOS  (3.5"  ) 

WS-EURPRO-0  Windows® ,  (3.5" ) 

WS-EURPRO-6  Windows®  (3.5" ) 

230 VAC    L = 

 0 -10 VDC  0 -10 VDC 

PAT 24 VAC 

24 VAC 24 VAC 
24 VAC 24 VAC 

DAT 24 VAC

+

_

   N L 

11 12 13 10 14 15 20 21 22 23 24 

42 41 40 32 31 30 1 2 3 61 60 71 70 

1 2 

M 

RT+ RT- COM SHIELD 

+ - 

    

PAT 24 VAC 

+ 

M 

DAT 24 VAC 

+ 

- 

N L 

Low Med. High 2 1 

63 62 71 70 61 60 42 41 40 32 31 30 3 2 1 

11 12 13 10 14 15 20 21 22 23 24 50 51 52 RT+ RT- COM SHIELD 

- 

/ 

230 VAC    L =

91 N2 91 N2

-  
(2 ) 

  24 VAC

3.    

-
(2 )

  24 VAC
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